SPECIFICATION

Sensor

Rated Voltage 12V DC
Operation Voltage 10.5V~16V DC e
Operation Current 250mA Max 1 2 3 4 PRG DSP BZDC
Sound Pressure [E-l]f=-]
(dB at 30CM) 0~90dB
TV System PAL
Image Pixels 648(H) X 488(V) [7]| Cable Length2.5M g
Monitor Size 2.4" )
X Monitor 5
Visual Angle 12'clock :
“ 3
Resolution 420TV Lines o
23] Emitter
. L =] o
Min. lllumination 1.0 Lux (f/2.0) m g
] Power Cable W
=121° 12VDC(Red) )
FOV (Field of View) q._mu%«&mwo a
FOV=94. Cable Length 0.5M Cable Length 1M \. o 2
Recever s w
Operation Humidity <90%RH /. : )
IP Code P67 GND(Black) m
=
Operation Temp. -30~+80 (°C)
Cable Length 0.5M Cable Length 2.5M
7 HE 1K :
White - Vertically Flip Image Power Cable
Green - Mirror Flip image 12VDC(Red)
Yellow - System Switch
Cable Length 1.2M
Camera GND(Black)
Cable Length 0.1M
RCA Plug [ lom
RCA&6PIN Adapter ;H
2
— _—
D1 D2 D3 M21 M21
o DAW A 2009.07.14 T1M1W45-4
File Specification
CHK Ver. Rev. Date
Type Model V-B301-005 APRD .
((parkmatic))
No.|  Name Model Unit _ mm _ General Tolerance | #0.2 | PartName | CMOS Camera | Dept. wwconmaccomr &
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